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3.4 Configuring TPC7050 Settings 

 
3.4.1 Calibrating Touch Screen Alignment 
 
Pressing the Power key 
 
The TPC7050 welcome screen appears. The 
Windows CE® screen appears shortly after. 
 

Figure 3-4 Calibration 
 
Calibrating the TPC7050 
 
This screen automatically appears when the 
unit is powered on for the first time or after 
the system is reset. This screen can be 
accessed at any time by pressing the hot key 
“FN” and “TAB” key. Or by accessing the 
menus and tab in order of  Start" #  Settings"
#  Stylus" #  Calibration. 
 

Figure 3-5 Calibration 
 
Whenever the response of the touch screen is poor, or the operations executed do not match 
your tapping on the touch screen, please recalibrate the alignment of the touch screen using the 
following method. 
 
1. Press the stylus against the center of the 

target mark (+ mark) as indicated on the 
screen. The screen shown to the right 
appears after you press the stylus against 
the target at five different locations. 

 
2. Press the Execute key or tap anywhere on 

the touch screen 
 

 
Figure 3-6 Calibration 
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3.4.2 Adjusting Brightness 
 
You can use the following procedures to adjust display brightness to make it easier to read 
under different lighting conditions. 
 

! Press the “FN” key and then press the “#” or “$” key. Press the “#” key adjusts 
brightness for a lighter display, while pressing the “$” key adjusts brightness for 
a darker display. 

! To continue making adjustments, press the “#” or “$” after pressing the “FN” 
key. 

! Brightness settings are also made by accessing the menu and tab in order of Star%
#Setting&#Touch Pane'#Backlight setting. 

 
 

3.4.3 Muting Sound 
 
You can use the following procedures to adjust sound to make it easier to hear under different 
working conditions. 
 

! Press the “FN” key and press the “(”"or “)” key. Press the “(” key adjusts for 
a louder sound, while pressing the “)” key adjusts for a softer sound. 

! To continue making adjustments, press the “(” or “)” after pressing the “FN” 
key. 

! Sound settings are also be made by accessing the menu and tab in order of Star%#
Settings#Touch Panel#Volume & Sounds 

 
 

3.4.4 Using the Stylus 
 
The stylus is located next to CF cover or hand-strap on the rear of the TPC7050 as illustrated in 
figure 2-3 TPC7050 Back view (page 8). The stylus functions the same as a mouse on a PC. Use 
the stylus to:  

! Navigate the display, select menu items and open optional applications. 
! Tap the characters on the soft keyboard panel 
! Hold the stylus on the screen and drag across the screen to select a list of multiple 

items. 
 

Caution: Never use a pen, pencil, or other sharp object on the display to avoid 
damaging the touch screen. 
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3.5 Entering Information 
 
To enter information: 

! Use the keypad 
! Use the keyboard input panel (soft keyboard) to enter text. 
! Scan bar code data into data fields. 
! Use Microsoft ActiveSync to synchronize or copy information form the host 

computer to the TPC7050. For more information on ActiveSync, refer to Chapter 6. 
 
3.5.1 Entering Information Using a Keypad 
 
The alphanumeric keypads produce the 26-character alphabet (A-Z), number s (0-9), function 
keys and assorted characters. The keypads default characters/functions are printed white. 
 
 

3.5.2 Entering Information Using the Keyboard Input Panel 
 
Use the keyboard input panel (soft keyboard) to enter information in any program. To launch 
the keyboard input panel, press the button on the taskbar. Tap a key to enter a value. Tap a 
key board input panel button to display or hide the keyboard input panel. 
 

 
 
 
 

3.5.3 Entering Data via the Bar Code Scanner 
 
The sample bar code scanner application scans data into data fields in the same way data is 
entered via the keypad. 
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3.6 Power Management 
 
3.6.1 Power Status Indication 
 
Checking main and Backup Battery Statue 
 
Enter “Power Properties” 
If the above mentioned “Plug” or “Battery” icon is displayed, double tap this icon to bring up 
the “Power Properties” screen. 
 
Or, select Settings/ Control Panel from the Start menu and then double tap the “Power” icon 
to display “Power Properties”. 
 

 
Figure 3-7 Power Properties 
 
 
Check Battery Status: 
The battery menu item shows the status of the main and backup batteries.  

 

 

Figure 3-8 Power Properties 
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Five different icons are displayed on the status bar to indicate the on-board power status. 

Icon Description 

 
No icon:  
 

Indicates there is no external power supply to the TPC7050 but 
the battery power status is good. 

 
“Plug” icon :  
 

Shows external power is in use. The TPC7050 is either 
plugged-in via the DC 5V/2.5A power adapter or in the 
cradle. 
 

 
“Charging” icon :  
 

Indicates that the battery is charging. 

 
“Battery Low ” icon: 
 

Shows there is no external power supply, the battery charge 
is low. 

 

“Battery Very low ” 
icon: 

Indicates the battery is very low. Stop operation and charge 
the TPC7050 immediately. 

 
 
You must charge the battery when the battery “Very Low” icon is displayed. If the “Very 
Low” icons still show after charging, please contact POSlineTechnical Support. 
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3.6.2 Saving Battery Power 
 
Automatic shut-down of the TPC7050
 
The TPC7050 enters idle mode when there is no task or if all tasks are waiting for input. In 
default setting, the TPC7050 automatically turns itself off if idle for 3 minutes and when there is 
no external charging power. Press the power button to return the TPC7050 to the same point at 
the time of automatic shutdown. 
 
In Power Properties, select “Schemes”. Customize automatic shut off time by tapping the 
arrow to select from a list of time periods. The available time periods are 1, 2, 3, 4, 5, 10, 30 
minutes and never. 
 
Activate this function when the TPC7050 is plugged into the power adapter or placed in its cradle 
by tapping the check box and then tapping the arrow to select from a list of time periods. The 
available time periods are 1, 2, 3, 4, 5, 10, 30 minutes and never. 
 

 
Figure 3-9 Power Properties 
 
 
Backlight Setting 
Because the power consumption of the LCD backlight is high, turn off the backlight function 
when it is not necessary. If a backlight is required, set “automatically turn off the back-light.” 
 
To change the backlight setting, select Settings / Control Panel from the Start menu, and then 
double tap the “Display” icon. 

 
Tap the “Backlight” menu item to display the following 3 selections: 
 
Automatically turn off the backlight when using battery power: 
Tap the check box to toggle this function. Available idle times are: 15 and 30 seconds, and 1, 
2, and 5 minutes. 
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Automatically turn off the backlight when using external power: 
 
Tap the check box to toggle this function. 
Available idle times are: 15 and 30 seconds, 
and 1, 2, 5, 10, 15 and 30 minutes. 
 

 
Figure 3-10 Display Properties 

 
 

3.6.3 Suspend Mode 
 
The TPC7050 will go into suspend mode when it is idle for a period of time. Customize the idle 
duration using the Power control panel (refer to Figure “Schemes Tab”). Suspend mode 

appears just like you have turned the unit off. Press the  key to suspend the TPC7050. 

Press the  key again for the TPC7050 to resume its previous state. 
 
Use the Battery Power control panel to set the duration to switch to Suspend mode when the 
system uses battery power. This saves battery power when the TPC7050 is not in use. 
 
Entering Suspend Mode: 
The following puts the TPC7050 in suspend mode: 

! Press <Power> key while the unit is on. 
! The duration timer for “Switch state to Suspend” expires, which indicates that 

there has been no use for a specified of time. 
! The battery pack discharges completely. 
! Tap Start > Suspend 

  
Figure 3-11 Suspend Mode 
 
 

Tap here to put the TPC7050 into suspend mode 
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3.6.4 Resume 
 
Press <Power> key to suspend or resume (wake up) 
 
Waking the TPC7050 
The default wakeup conditions define what actions wakeup the TPC7050. These setting are 
configurable and the factory default settings are subject to change / update. 
 

Status Description Condition for Wakeup 

Power Off When the TPC7050 is set to suspend mode by 
pressing Power, this action wakes the TPC7050. 

 

Press Power button  

Auto Off 
 

When the TPC7050 enters suspend mode by 
automatic power-off, this action wakes the TPC7050. 

 

 Press Power button 

 
 

3.7 Resetting the TPC7050 
If the TPC7050 stops responding to input, reset it. There are two reset functions, warm boot and 
cold boot. A warm boot restarts the TPC7050 by closing all running programs. All data that is not 
saved is lost. 
 
A cold boot also restarts the TPC7050, but erases all stored records and entries from RAM. In 
addition it returns formats, preferences and other settings to the factory default setting. 
 
Perform a warm boot first. If the TPC7050 still does not respond, perform a cold boot. 
 
3.7.1 Performing a Warm Boot 
 
To perform a warm boot: 
1. Press “Reset”. Do not hold down any other keys or buttons. 
2. The TPC7050 demo window appears. 
  

Caution: Files that remain open during a warm boot may not be retained. 
 
3.7.2 Performing a Cold Boot 
 
A cold boot restarts the TPC7050 and erases all user stored records and entries from RAM. Only 
perform a cold boot if a warm boot does not solve the problem. 
 

Caution: Cold boot resets the TPC7050 to the default settings. All added applications and all 
stored data are removed. Do not cold boot without support desk approval. 

 
To perform a cold boot: 
1. Press the “Reset” and “Power” keys together. Do not hold down any other keys or 

buttons. As the TPC7050 initializes the POSline welcome screen appears for about a minute. 
2. Calibrate the touch screen. See instructions on calibrating the TPC7050 screen in chapter 3. 
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3.8 Disk on Chip 

Flash memory is a re-writable location in which to store up to 128MB of programs and data 
files. The benefit of this feature is that files and programs saved in Flash Memory are 
unaffected by the TPC7050’s power status. 
 

Note: The DiskOnChip storage memory persists for all reset (warm/cold reboot) 
conditions and software/firmware updates. We strongly recommend installing all 
applications, applets, programs, and important data files to the DiskOnChip 
Flash location. 

 

Caution: If an application or a data file is installed or saved in RAM, a cold reset will 
result in the loss of that application or data file. 

 
 
3.8.1 DiskOnChip Location 
 
To access the contents of DiskOnChip storage: 

! Double-tap the My Computer icon on the desktop 
! Double-tap the DiskOnChip icon to view DiskOnChip 
 

  
Figure 3-12 DiskOnChip 
 
3.8.2 Saving to Flash 
 
To save an application or data to Flash 
Memory from your current application, 
select File"# Save As"# navigate to the 
DiskOnChip location and save it. 
 

 
Figure 3-13 DiskOnChip 
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3.8.3 DiskOnChip Size 
 
The size of the DiskOnChip varies 
depending on the size of the system 
firmware. 
 
! Inside the DiskOnChip directory, tap File"
# Properties 

! The DiskOnChip Properties dialog: 
 

The number following Free is the amount of 
memory currently available on your device. 
 

 
Figure 3-14 DiskOnChip 
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4. Scanning 
 
The TPC7050 has an integrated CCD scanner that reads all major bar code labels with excellent 
performance. The trigger key is located in the middle of the unit. Press this key to activate the 
CCD scanner.  
 

4.1 Scan Configuration 
 
When it is necessary to change the default barcode symbology for a different application, use 
Scan Configuration to change default symbology, place delimiter characters behind scanned 
data, and save the settings. 
 
Run this program from \Programs\Scanner\Scann Configuration.exe which is also accessible 
via “Setting\Control Panel\” on the Start menu. 
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Figure 4-1 Scan Configuration 
 
After you change settings, go to the “Setting” page and press the “Commit” button to 
configure, or press “Reset” to return to the scan default settings. The “Download” page allows 
you to update scan firmware. 
 
 

4.2 Scan driver 
Scan driver lets you put data into Microsoft Wordpad. Open scan driver and the scan module 
powers on the scanner. You can then scan barcode. To turn off the power, press “Exit” on the 
task bar. 
 

  
Figure 4-2 Scan Driver 
 
 

4.3 Scan test 

The TPC7050 has a built-in Scan Test.exe program that allows you to test the barcode scan 
function.  Scan Test.exe is located in directory \Programs\Scanner\Scan Test.exe. 
 
This program shows barcode type and barcode data when pressing the “Scan” key.  
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Figure 4-3 Scan Test 
 
 

4.4 Reading barcode 
 

Note: ! Observe handling precautions. 
! Make sure the mobile computer is installed according to instructions. 
! Never remove the main batteries or battery pack while the mobile 

computer is turned on. Doing so can cause loss of data in the mobile 
computer. 

! Avoid looking directly into the LED light beam emitter, or pointing the 
LED light beam directly into someone’s eyes. 

 
Position the LED light beam over the bar code from margin to margin and pass the scanner 
downward over the bar code, as shown in the scan position illustration 
 
 
        

  
 
         

        
 
 

 
 

The scanning sequence is defined by the user’s application. A typical sequence is: 

! Point the mobile computer at the barcode and press the Trigger key . 
! Point the LED lightbeam at barcode as shown in the scan position illustration above. 
! The scanner reads the barcode and the results are indicated. 
 

A “Good Read” means that the scanner has effectively recognized and decoded the bar code. 
In most cases, the application program provides an indicator signal to indicate a good read. 

Good read scan position 

Incorrect read scan positions 
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If the read is incorrect, try again paying close attention to the instructions. 
 

When reading a small bar code, decrease the distance between the mobile computer and the 
bar code. For larger bar codes, position the mobile computer so that the bar code fits into the 
LED light beam. When reading a very high density bar code, decrease the distance between 
the mobile computer and the bar code. For a low density bar code, increase the distance 
between the mobile computer and the bar code. 
 
 

4.5 Barcode reading problems 
 
When the barcode can not be read, try the 
following: 
 
! Change the angle between the bar code 

and the mobile computer. 
 
! Change the distance between the bar 

code and the mobile computer. 
 
! If the bar code is larger than the LED 

light beam, try moving the mobile 
computer a bit further away from the bar 
code.    
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5. Utilities 
 

5.1 Backlight Setting 
 
Backlight setting is a tool for changing the LCD backlight. If you wish to save power use this 
program to change LCD backlight settings.  This application supports battery power backlight 
and external power backlight.  
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5.2 Function Key Setting 
 

AP Settings Tab 
To assign your favorite application program to F1, F2, F3 and F4 hot keys:  
 

1. Choose F1, F2, F3 or F4 from pull-down list.  
 

2. Tap “Open” inside the “Assign program” applet.  
 

3. Select the application program you want from program list, and then choose “OK”.  
 

4. Tap the Default tab to return to default setting.  
 
 

 
Figure 5-1 Function Key Setting 
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5.3 Keypad LED Setting 
 
Set the keypad LED for application requirements.  This controls the keypad LED’s timing. 
 

 
Figure 5-2 Keypad LED Setting 
 

5.4 System Restore 
 
System Restore is a tool that lets you backup register keys. For any changes on TPC7050, you can 
backup changes via this program. The backup file will be deleted while you format 
DiskOnChip. 
 

 
Figure 5-3 System Restore 
 
 

Note: Please close all applications before running this program. 
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6. Software Applications 
 
The TPC7050 includes software applications 
such as Internet Explore, Media player, 
Microsoft WordPad, Remote Connection, 
Transcriber, and Windows Explore. 
 

 
 

6.1 Internet Explorer 
 
With Internet Explorer, you can view Web or 
intranet Web pages on your device. You will 
need to use WLAN to connect to an Internet 
server provider (ISP) or network. 
 

 
Figure 6-1 Internet Explorer 

 

6.2 Media Player 
 
The TPC7050 comes with Media Player for 
Windows CE.NET installed. 
 

 Open Media Player by selecting Start"# 
Programs" # Media Player from the 
desktop. 

 
 Select File"# Open to open a new media 

file. 
 

 Please refer to www.microsoft.com for 
additional information and help with 
your Microsoft Windows Media Player. 

 

 
Figure 6-2 Media Player 

http://www.microsoft.com/%00
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6.3 Microsoft WordPad 
 
You can create and edit documents and 
templates in WordPad, using buttons and 
menu commands that are similar to those 
used in the desktop version of Microsoft 
Word. You can work with files Normal or 
Outline view. 
 
WordPad documents are usually saved as 
.pwd files, but you can also save documents 
in other file formats, such as .rtf or .doc. 
 

 
Figure 6-3 Microsoft Wordpad 

 

6.4 Remote Desktop Connection 
 
Using Remote Desktop Connection, you can 
log on to Windows Mobile computer Server 
and use all programs installed on this server. 
For example, instead of running Microsoft 
Pocket Word, you can run the desktop 
version of Microsoft Word. 
 

 

Figure 6-4 Remote Desktop Connection 
 
 

6.5 Transcriber 
 
Features: 

 Microsoft Transcriber is the natural 
handwriting recognition solution for 
your Windows CE device. It recognizes 
words from its integrated dictionary, 
and allows you to write in cursive, print 
or mixed handwriting. 

 
 The letter Shapes Selector (note 1) is 

for optimizing recognition to your own 
handwriting style 

 
 Transcriber works transparently in the 

background of all Windows CE 
applications providing handwriting 
input, while taking away no precious 
screen space. 

 

 

Figure 6-5 Transcriber 
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6.6 Windows Explorer 
 
Windows Explorer works almost the same 
on your PDA as it does on your PC. See the 
topics below for information about the 
difference in Windows Explorer on your 
device. 
 

 
Figure 6-6 Windows Explorer 
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7. Communication 
 
The POSline TPC7050 lets you link to a host computer via RS-232 or USB port for data 
communication. This chapter gives an overview of the TPC7050’s communication capabilities. 
 

7.1 ActiveSync 
To exchange data between your desktop computer and the TPC7050, Microsoft ActiveSync must 
be installed on your desktop computer. 
 
With Microsoft ActiveSync you can: 

 Transfer data 
 Back up and restore TPC7050 data. 
 Add programs to and remove programs from the TPC7050. 

 
This chapter introduces Microsoft ActiveSync version 4.5 ActiveSync provides a user-friendly 
interface and it can be downloaded free of charge from Microsoft’s Website. 
 

7.2 Installing Microsoft ActiveSync 
Before beginning installation, carefully read the following: 
 
Because you will restart your computer during installation, save your work and quit all 
programs before you begin. 
 
To set up your communication settings, a TPC7050 serial cable is required to connect the  
TPC7050 to your host computer. 
 
If you run the Windows NT operating system with a service pack, you will be informed during 
setup that you may need to reinstall the service pack. Try connecting first, and if unsuccessful, 
reinstall the latest service pack. 
 
Basic PC specifications for the installation of ActiveSync are as follows: 

OS Microsoft Windows XP/ 2000/ME/98, or higher version program than 
SP6 Windows NT Workstation 4.2 

Application To be able synchronize data such as email, calendar tasks and notes 
between OT-80 and a desktop or notebook, you need to have a higher 
version than Microsoft Outlook 2000  

Browser Microsoft Internet Explore 4.21 SP1 or higher 

Hard disk Free hard disk space more than 65MB (Actual required space is 
according to selected functions and your current system configuration)  

Communication port 9 pin or 25 pin communication port (for adapter, 25-pin port is needed) 

USB port (available only for Windows 98/Me/2000/XP)  

Graphic card VGA graphic card or compatible video graphic adapter supporting 
resolution of 256 colors or higher  

Keyboard  

Microsoft mouse or compatible input devices  

CR-ROM drive 
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Installation  
Follow the installation procedure below to install Microsoft ActiveSync, connect your TPC7050 
to your desktop computer, and establish a partnership for synchronization (if desired): 
 
1. Download the executable program “mswrd832.cnv” from CD. Execute this program. 
 
2. Select the folder into which Microsoft ActiveSync will be installed. If you choose not to 

download into the displayed default folder, click the Change button. 
 
3. After you’ve selected the folder, click Next to set up Microsoft ActiveSync. After you’ve 

installed Microsoft ActiveSync and restart your computer. 
 
 

7.3 Connecting the TPC7050 to ActiveSync 
 
Connect the TPC7050to a desktop PC using a USB cable. Make the partnership between the 
desktop PC and TPC7050 through ActiveSync, and then proceed with the synchronization of the 
desktop PC and TPC7050. Use a USB cable to link the TPC7050 to the desktop PC. 
 
The table below shows available communication devices (USB, serial) according to operating 
system. 
 
Supporting operating system 

Desktop PC OS Connection 
methods Windows 95 Windows 98 Windows 

2000/XP 
Windows NT 

USB Not available Available Available Not available 
Serial Not available Available Available Available 
 
Connect a desktop PC and the TPC7050 with a cable as follows: 
 
1. Connect a USB cable to the USB port of the desktop PC. 
 
2. Insert the cable into TPC7050 mobile computer. The TPC7050’s PC connection program runs 

automatically and Microsoft ActiveSync in the desktop links them together. 
 
3. To set up a connection, the “New Connection” set-up wizard appears on the desktop 

computer. Set-up methods are discussed in the following section. 
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7.4 Setting up a Partnership 
 
When you first connect the TPC7050to the desktop computer, Microsoft ActiveSync asks if you 
are going to set up a partnership. Once the partnership set-up is finished, you can synchronize 
data with the TPC7050. While the TPC7050 can set up the partnership with two desktop computers, 
email messages can be received only through one computer.  
 
To set-up a partnership: 
 
1. Insert the TPC7050 into the docking cradle connected to the desktop PC. It automatically 

starts the New Partnership wizard on the desktop PC screen. When it asks if you would 
like to set up the partnership, select Yes and click Next. 

 

 
 
2. Key in the name of the device (for instance, Windows CE1, MyPDA, etc.) then click 

Next. 
 
3. If the TPC7050 has already set up a partnership with another desktop computer but no longer 

uses it, select “Yes, I want to synchronize with only this computer” in the dialog box 
named “Select Number of Partnerships.” It removes the other partnership set-up so that 
the TPC7050 no longer recognizes the previous desktop computer. Click Next. 

 
4. The window for setting up synchronization appears. To synchronize specific kinds of 

data, select the item then click Next. Most popular items include Calendar, Contacts, 
Tasks, and Inbox. We recommend you select and use these items. In the item list, two 
types of email items are available: Inbox and Inbox. While the inbox is an email program 
provided by Microsoft Corporation, Inbox is offered by a software provider. In the TPC7050, 
Inbox offers special functions such a connecting to “Today” set-up function button, etc. 

 
5. Complete the set-up process by clicking End. 

 
When the partnership set-up between desktop PC and TPC7050 is completed, ActiveSync 
automatically synchronizes the selected data. 
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7.5 Connecting the TPC7050 
 
7.5.1 Synchronizing Data 
 
If the Microsoft ActiveSync window appears in the desktop PC, click the option icon and 
“Sync Options,” “Sync Mode,” and “Rules” appears.  
 
“Sync Options” lets you select an item to synchronize. “Sync Mode” enables you to choose 
synchronization methods. According to the selected mode, there are 3 methods:  
 
1. Continuously while the device is connected: (Default) Connect the TPC7050 to the 

desktop computer. ActiveSync immediately starts synchronization and synchronizes 
according to the user’s input of changes in the desktop computer or TPC7050. 

 
2. Only upon connection: Connect the TPC7050 to the desktop computer. ActiveSync 

immediately starts synchronization. If you want to carry out the synchronization after the 
first synchronization on a manual basis, click Sync. 

 
3. Manually: ActiveSync will not run automatically. For synchronization, click Sync. 
 
Synchronization is the process of updating TPC7050 and desktop PC after comparing data. Any 
files including personal organizer management data, email message, etc. in the TPC7050 can 
synchronize with files in the desktop PC. 
 
 
7.5.2 Solving Problems during Synchronization 
 
When a problem occurs during the synchronization process, it is marked as “Not completed” 
in both ActiveSync and the TPC7050. You can solve the problem at your convenience. 
 
There are various reasons for failure of ActiveSync to carry out synchronization. For instance, 
if the computer cannot access Microsoft Outlook information due to a server failure, 
ActiveSync cannot synchronize items such as Calendar, Contacts, Tasks, and Inbox. Or else 
the problem stems from changed items in the TPC7050 and the desktop PC. 
 
By modifying the problem-solving settings, you can have ActiveSync not register the problem 
as “not completed item” instead, if you select the TPC7050 or desktop PC as default version, 
ActiveSync automatically updates the information contained in the other computer. If you do 
not want to solve the problem manually, you can modify the problem-solving setting to have 
ActiveSync always use the TPC7050 or desktop PC version. 
 
1. Click Options then click tap Rules. 
 
2. Select the item of choice from Conflict Resolution. 
 
For those items that cannot complete synchronization without user intervention, ActiveSync 
and portable device display them as “not completed”. 
 
1. Connect TPC7050 to the desktop computer and carry out synchronization. 
 
2. When there are no complete items, click Resolve in the Tools menu. 
 
3. Follow instructions on the screen. The dialog box differs depending on the problem. 
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7.5.3 Searching TPC7050 Contents from a Desktop PC 
 

If the TPC7050 is connected to a desktop PC, you can use ActiveSync on the desktop PC to see 
the contents of the TPC7050. Click Explore from the file menu of ActiveSync. The content of the TPC7050
 is displayed on the window of Mobile Device. 
 
Use ActiveSync to see the files in the TPC7050 as follows: 
 
1. Connect the TPC7050 to the desktop PC 
 
2. Explore in ActiveSync. It open the Mobile Device folder in Windows Explorer 
 
3. Applying the same method, check the files in the device in other Windows Explorer 
 
If you double click folders in Mobile Devices, it may take several seconds to open the folder. 
 
While browsing the folders, you can carry out cut, paste, and copy by dragging file icons. In 
the desktop PC, you can get access to the content of the TPC7050 using Windows Explorer. If 
you choose Files during the partnership set-up, Windows CE My Documents is created in the 
My Documents folder. If you use Windows CE My Documents in the desktop PC, you can 
easily access the My Documents folder in the TPC7050. 
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8. Overview of Microsoft Windows CE 4.2 
 
This chapter describes Microsoft Windows CE 4.2, the operating system for the TPC7050 
 
This introduction to Microsoft Windows CE 4.2 includes: 
 

! How to use the main Windows 
! How to use a taskbar 
! How to use settings 

 

8.1 Main Windows 
 
When you turn on TPC7050, you will see the 
main Windows of Window CE 4.2, which 
is similar in appearance to Windows XP. 
The main window consists of a background 
screen and taskbar. 

 

 
Figure 8-1 Main Window 

 
The screen shows short cut icons for the main programs of Microsoft Windows CE 4.2. A 
description of the icons follows: 
 
 
My Computer:  
Shows the internal configuration of the TPC7050
 and the folders and files it contains.  

 

 
Figure 8-2 My Computer 
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Recycle bin:  
Completely delete or restore files and data. This folder saves deleted files from Windows 
Explorer or the background screen. You can completely empty or restore files in the recycle 
bin. 
 

Caution: Once you have emptied the recycle bin, you cannot restore the files and data 
previously in the recycle bin.  

 
 

Internet Explorer:  
Search the web or intranet. Microsoft Internet Explorer can search the web or a company’s 
intranet. The TPC7050 uses Microsoft Pocket Internet Explorer 6.0. 
 
 
Media player:  
This application plays digital audio or video 
files. If you use Microsoft Windows Media 
player, you can enjoy a range of digital 
audio/video files. Media player supports files 
with ASF, WMA, MP3, WAV formats. For 
detailed information on the media player, 
refer to chapter 5 software applications. 
 

 
Figure 8-3 Media Player 

 
 
Microsoft WordPad:  
The application lets you create and manage documents. Microsoft WordPad is compatible 
with Microsoft Word on the desktop PC, so it is easy to access your documents. For detailed 
information on Microsoft WordPad refer to chapter 5 software applications. 
 
With the TPC7050 you can use the same functions such clicking the right button of the mouse on 
a desktop PC. If you press and hold the LCD touch panel with the stylus pen, the right button 
menu appears. 
 
Using the right button menu, you can carry out various tasks such as icon arrangement, the 
renewal of the background screen, copy / cut / paste of files and data, creating new folders, 
set-up features. 
 
Taskbar 
Windows CE 4.2’s taskbar is designed to be simple and user-friendly. The picture below 
shows the configuration of the taskbar. 
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Start Icon 
Start icon is the starting point for the TPC7050 program. If you point at the start menu with the 
stylus pen, you can see various menus including program, bookmark, document, setting, help, 
and operation. If you choose each menu, detailed executable programs appear as in the picture 
below. If you choose and press, you can run the program of your choice. Windows CE 4.2’s 
start menu is similar to that of Windows on a desktop PC. 
 

 
Figure 8-4 Start Icon 
 
 

8.2 Taskbar 
 
Taskbar shows a variety of information including keying in characters, battery, network 
connection, status of running programs, etc. 
 
If you press and hold the taskbar with the stylus, the right button function menu appears. 
 
The right button function menu is composed of task manager and features. If you select the 
taskbar and start menu feature, general option menus such as “always place above, “automatic 
hiding,” “Watch display”, etc. You can choose the check box of desired options and use them. 
 
The following explains the function of icons appearing on the taskbar. 

 

 Transcriber: 
When you want to key in characters when making a document or setting, start Transcriber. 
Using the stylus to draw characters you want on the input panel, this program recognizes the 
characters and transform them into typeface characters. To start the Transcriber, run the 
program as the following order: start"# program"#Transcriber. 
 
The picture below shows how the Transcriber works in keying in characters on Microsoft 
Word Pad. When Microsoft Transcriber is running, you will see the “hand with a pen” icon 
located in the taskbar. When Microsoft Transcriber is active the “hand with pen” icon shows a 
dark background. 
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Figure 8-5 Transcriber 
 

Keyboard: Press this icon to activate the keyboard input 

 
 

Upper / lower case Selection: 

Press this icon to select upper and lower case letters. If you select upper case, capital letters 
and characters appear on the number key pad. It serves the same function with the Shift key. 
 

 
 

Hot key Selection: 

If you use hot key such as “z”, “x”, “c” and “v”, you can carry out Cancel, Cut, Copy, and 
Paste, respectively. To change the features of the soft keyboard, select keyboard in Go to Start"
# Settin*"# Control Panel"# Input Panel and click the option you wish to set up. 
 
Input Method: 
To carry out character key-in using [keyboard] input, press keyboard icon on the taskbar. You 
can also key in by activating Transcriber in the following order: Start"#  program"# 
Transcriber. Press the keyboard once, it appears on the screen. Press again and it disappears. 
 
Status Indicator Icon: 
The following is a list of icons that appear in the taskbar’s status area. 
Icon Description 

 
Battery capacity is low 

 
Battery is charging 

 
Linked to desktop PC through USB 

 Show network connection status. 
Show Internet connection status via WLAN 
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8.3 Setting up the TPC7050 
 
You can set up various configurations of the TPC7050 such as date/time, Network, Display, 
Volume, Power, System, etc. at the control panel. 
 

 
 
If you press Start"# Setting"# Control Panel, the control panel window appears. In the View 
option in the menu, you can change the view mode into large icons, small icons, details or to 
arrange icons. The control panel appears as below: 
 

  
Figure 8-6 Control Panel 
 
 
8.3.1 Backlight Settings 
 
Please refer to the previous section on Backlight Setting. 
 
 
8.3.2 Certificates 
Application programs use certificates to ensure reliability and safe communication. 
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Figure 8-7 Certificates 
 
Authorized certificate providers issue certificates that are valid for a specified period. 
Windows CE.NET manages several certificate storages. 
 
1. Select Go to Start"# Setting"# Control Panel. 
 
2. Double click a certificate to run. 

Select certificate storage for browsing or correcting through the storage tap list.  
My certificate: This saves the user’s personal certificate to identify the user. 
Other certificate providers: Middle certificate providers establish chains of reliability. 
Reliable certificate providers: Includes the top quality certificates. 

 
3. To add certificates or secret keys in the selected storage, press the Bring button then 

select the way to bring certificates or keys. You can select them from files or a smart card. 
 
4. To see details of selected certificates such as extension, expiration date, etc. press the 

View button. 
 
5. To delete the selected certificate from storage, press Delete button. 
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8.3.3 Date/Time  
This screen sets date, time, standard time zone, watch and alarm. 
 

 
Figure 8-8 Date/Time 
 
 
Date/Time 
 
You can set standard time zone, year, day and time. Set as follows: 
 
1. Press the down arrow in the standard time zone until it reaches your location. If the 

previously set value is appropriate, move on to the following. 
 
2. Select year and month in the calendar. If the current year is not correct, press year and 

adjust. You can select the month using left and right arrows or the monthly tab that pops 
up when pressed. 

 
3. Press the correct date on the calendar. 
 
4. Set time by keying in correct time in the current time box. The box shows AM/PM: hour: 

minutes: second. Press each and adjust time with arrows on the right. 
 
5. Press Apply to save the changes. Confirm if the time is correct. 
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8.3.4 Dialing 
 
Dialing Properties 
1. In the When dialing from list, select the “Location” where you want to change settings. 
 
2. To create a new location, select “New”. Enter the name of the location, and then select 
“OK” 
 
3. Enter or edit the area code and local country code as needed. 
 
4. In Dial using, select “Tone dialing” or “Pulse dialing”. Most phone lines are tone. 
 
5. To automatically disable call waiting, select “Disable call waiting by dialing,” select the 
appropriate number sequence in the list, or enter a new sequence. 
 
Editing dialing patterns  
1. Using the codes listed, revise the dialing patterns as needed. 
 

Notes: ! If you need to use characters other than the ones listed here, use manual dialing. 
! Hyphens and spaces in dialing strings are ignored. 
! Some modems may not respond to the some characters, even though your device 

lets you add them to the dial string. 
 

  
 

 

 

Figure 8-9 Dialing 
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8.3.5 Display 
 
This screen lets you set the wallpaper image of the TPC7050, change the color of the background 
screen, or change the backlight setting. Call up the right button menu and select “properties” 
and you can check the Display Properties window. 
 

  
 

 

 

Figure 8-10 Display Properties 
 
Desktop 
Change the desktop image of the background screen as follows: 
 
1. Select the desktop with a tap. 
 
2. Select an image to use for your background from the image list. The image list shows you 

image files in a Windows folder. If you want to use images from other folders, click 
Search. 

 
3. To arrange the desktop image in a checked format, choose a checkered pattern. 
 
Setting  
You can adjust the contrast and brightness of the LCD screen. 
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8.3.6 Hot Function Key 
 
Please refer to Function Key Setting above. 
 
 
8.3.7 Input Panel 
 
You can set up the input method and options. 

  
Figure 8-11 Input Panel Properties 
 
 
1. Select keyboard and press Options. The Soft Keyboard Options window appears. 
 
2. Select the size of the keys. 
 
3. To use gestures for Space, Backspace, Shift and Enter, click the gestures check box. 
 
4. Click OK to save the changes. 
 
5. Select the handwriting recognition as the current input method and click Options. The 

handwriting recognition features window appears. 
 
6. Set time needed to recognize handwriting. 
 
7. Click OK to save the setting. 
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8.3.8 Internet Options 
 
To use the Internet Explorer program, make the following settings. 
 

  
 

 

 

Figure 8-12 Internet Settings 
 
General 
Click the General tab. 
 
1. Enter a webpage for the Internet Explorer start page. 
 
2. Enter a Search Engine page.  
 
3. Set the cache size 
 
4. To clear the cache in the system, click Clear Cache. 
 
5. To clear opened web pages, click Clear History. 
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Connection 
Click the connection tab and set Internet connection methods. 
1. To use a proxy server, click [Internet Connection by Proxy Server] check box and enter 

the proxy address and port. 
 
2. To ignore the proxy server when making access to local address, click [No proxy server 

for local address] check box. This option is available only for the proxy server use. If you 
use a wireless LAN card, click the [LAN User manual dial] check box. 

 
Security 
Click the security tab to set up a security option. 
1. To allow cookies, click the Cookies check box. 
 
2. Click an appropriate security option among TLS 1.0, SSL 2.0, SSL 3.0, etc. 
 
3. Click “When Switching to Secure and Non-Secure Area”. If you select this option, 

Internet Explore issues a warning when you access non-secure websites. 
 
 
8.3.9 Keyboard 

 
Repeat Tab   
 
1. To change the amount of time between taps before repetition starts, adjust the Repeat 

delay slider 
 
2. To change the repeat rate, adjust the Repeat rate slider. 
 
3. Test your new setting. 
 
4. Tap “OK” to exit the “Keyboard” Tab. 
 
 

 
Figure 8-13 Keyboard Properties 
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8.3.10 Keypad LED 
 
Refer to the previous section on Keypad LED Setting. 
 
 
8.3.11 LCD PWM Setting 
 
Refer to the previous section on Power Management.  
 
 

 
Figure 8-14 Power Properties 
 
 
8.3.12 Mouse 

 
1. Double-click the checkerboard grid at a comfortable speed. 
 
2. Double-click the Test icon to test your setting. 
 
3. Tap “OK” to exit the Mouse tab. 
 

 
Figure 8-15 Mouse Properties 
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8.3.13 Network and Dial-up Connection 
 
You can directly link to the network via 
network (Ethernet, LAN) or phone (modern) 
connection. You can send or receive emails 
or access available files on the network 
server or search the Internet or Intranet. 
 

 
Figure 8-16 Network and Dial-up Connection 

 
 
8.3.14 Owner 
 
This function lets you set the TPC7050 to display user information at start up, add information on 
the user, and set up a network ID. 

 
Figure 8-17 Owner Properties 
 
Identification 
Enter information such as name, company, address, company phone number, home phone 
number in the user information tab. To display the owner information on the start screen for 
system start, click the “Show User Information” check box. 
 
Notes 
Enter additional user information or other information in the Notes box. To show notes on the 
initial screen when the system starts, click “Show User Information” check box. 
 
Network ID 
Windows CE 4.2 gains access to Network resources using the owner information. Enter the 
information provided by Network manager such as user name, password, and domain. 
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8.3.15 Password 
 
You can set a password to keep unauthorized users from using the TPC7050. 
 

 
Figure 8-18 Password Properties 
 
To set up a password: 
 
1. Select the password setting tab. 
 
2. Enter the password in the password box. 
 
3. Re-enter the password in the password confirmation box. 
 
4. To enable the password protection when the system starts, click the “Use Password for 

While System starts” check box. 
 
If you touch the screen with a stylus pen to input the password in the initial screen, a keyboard 
appears. After keying in the password, press enter on the keyboard to go to the main screen. 
You may encounter a request to enter the password again on the initial screen if you have 
turned off the TPC7050’s power after activating password or have done a software reset. If you 
forget the password and cannot boot the system you may have to do a hardware reset. A 
hardware reset erases all files, data, as well as programs. Please consider using a password that 
is easy to remember and leave a record easy to access. To deactivate a password, delete the 
password in the password feature window. 
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8.3.16 PC Connection 
 
You can set up a PC connection to synchronize the device with a desktop PC or other devices. 
You can set desktop USB and serial port connections. The following is the procedure required 
for changes in PC connection. 
 
Begin with Windows CE.NET 4.2. The TPC7050 basically supports the Internet functions via 
USB. If you set up a partnership with PC during ActiveSync, it provides “USB@PocketPDA” 
link items that enable an Internet connection through the cradle: 
 

 
Figure 8-19 Storage Properties 
 
1. Create a new connection in Go to Start"#  Setting"#  Network. Choose the direct 

connection as connection format. For detailed information, refer to the “Network and 
Dial-up Connections” section. 

 
2. Select Go to Start"# Setting"# Control Panel"# PC connection. 
 
3. Select Connection Change icon. 
 
4. Select the connection mode. 
 
5. Connect to a desktop PC. 
 
To connect the TPC7050 to a desktop PC, you must have Microsoft ActiveSync 3.7 or higher on 
your desktop PC. 
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8.3.17 Power 
Please refer to the previous section on Power Management. 
 
8.3.18 Regional Settings 
 

 
Figure 8-20 Regional Setting Properties 
 
You can set up region, numbers, currency, time, and date. 
 
1. Select Go to Start"# Setting"# Control Panel. 
 
2. Open regional setting icon. 
 
3. Select the tab for information to change. 
 
4. Select the preferred option. Available features are dependent on which region you have 

chosen in the region tab. 
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8.3.19 Remove Programs 
 

 
Figure 8-21 Remove Programs 
 
To remove installed programs: 
 
1. Select Go to Start"# Setting"# Control Panel. 
 
2. Open the Program removal icon. 
 
3. Select the program to delete from the program list. 
 
4. Click Delete. 
 
 
 

Note: You can only remove programs installed in RAM. If you cannot delete a 
program, see detailed information in Windows CE Help on the TPC7050 or in 
the program documents. 
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8.3.20 Scan Configuration 
Please refer to the previous section on Scan Configuration. 
 
 
8.3.21 Storage Manager 
 
The storage manager lets you manage flash ROM (Disk 1). Disk 1 is used to back up personal 
organizer management. You can create / eliminate disk partitions or format a disk. Disk 1 is 
installed as one of the basic options. 
 

 
Figure 8-22 Storage Properties 
 
1. Select the built-in Disk 1 form the storage information dropdown list. 
 
2. To format the partitions of the selected disk, click Separate icon and choose Format icon. 

If you execute the format, the partition names in the partition list disappear. 
 
3. After clicking the Create New icon, key in the new partition names. The system 

automatically creates new partitions to set up. 
 
4. To dismount a partition, select a partition to delete then click the Separate icon and press 

the Delete button. 
 
5. To see the features of the selected partitions, click the Properties icon. 
 
6. You can back up personal organizer data in the partition.  
 

Caution: Formatting a disk erases all data, files, and programs.  
 
If you insert external extension memory CF or SD*MMC memory cards, 
CF memory shows as “Storage Card”, while SD*MMC memory shows as 
“SDMMC Storage Card”. 
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8.3.22 Stylus 
 
This screen sets double-tap sensitivity and calibration. 
 

 
Figure 8-23 Stylus Properties 
 
Double Tap 
To set double-tap sensitivity: 
1. Select Go to Start"# Setting"# Control Panel. 
 
2. Activate the stylus and select Double Touch-Tap. Tap the grid and the color of the grid 

changes. 
 
3. It automatically records the speed of the Double-Tap. 
 
To test the sensitivity of double touch: 
1. Select Go to Start"# Setting"# Control Panel. 
 
2. Activate the stylus and select Double Touch-Tap. 
 
3. Touch the icon twice. The icon changes. 
 
4. If the icon does not change, adjust the setting using the grid above. 
 
Calibration 
If the TPC7050 screen does not respond properly, adjust the screen with the calibration function.  
 
To start calibration: 
1. Select Go to Start"# Setting"# Control Panel. 
 
2. Activate the stylus and select calibration tap. 
 
3. Press calibration again and the adjustment process begins. 
 
 

Caution: 
 

Sometimes touching the screen with the stylus triggers the right mouse function. 
You can solve this problem by adjusting the double touch sensitivity. 
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8.3.23 System 
 
The system properties window displays device information such as system, memory, the 
names of devices, copyright and version details. 
 
General information contained in the window includes operating system data such as software 
version, processor, memory, user information, etc. 
 

 
Figure 8-24 System Properties 
 
The memory of the TPC7050 is used for data storage and programs. Basic memory capacity is 
128MB. You can set the size of the memory cache used for running programs or storing data. 
 
To set the memory: 
1. Select Go to Start"# Setting"# Control Panel. 
 
2. Run the system and select the memory tab. 
 
3. The blue part of the slider indicates the available memory capacity. 
 
4. Move the slider. Left of the slider is storage memory while the right is program memory. 
 
5. As memory storage capacity increases, you can save more data and files.  If you find a 

program is running too slowly, move the slider to the left to secure more program 
memory capacity. 

 
The device name indicates the TPC7050’s partnership relation when linked to the desktop 
through ActiveSync. 
 
To set up device ID: 
1. Select Go to Start"# Setting"# Control Panel. 
 
2. Run the system and select the name of the device. 
 
3. Enter the name of the device and its details. 
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8.3.24 System Restore 
 
Please refer to the previous section on System Restore. 
 
 
8.3.25 Volume and Sound 
 
Adjust volume and select sound  
 
Volume 
To adjust the volume of the system: 
 
1. Select Go to Start"# Setting"# Control Panel. 
 
2. Open volume and sound icons and select the volume tab. 
 
3. Press the left / right arrow icon or move the slide bar to adjust a volume. 
 
4. Click all items to activate the sound such as event (warning, system events), application 

program, reminder (Alarm, notice). 
 
Sound 
To set the sound: 
 
1. Select go to Start"# Setting"# Control Panel. 
 
2. Open volume and sound icons and select volume tab. 
 
3. Select an event from the event list. 
 
4. Select a sound from the event sound list.  
 
5. To remove the sound from the selected event, choose (None). 
 
6. To save the changes in another scheme, select save in another name and name the sound 

scheme. 
 
7. To remove the sound scheme, select the scheme and then Delete. 
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9. Trouble Shooting 
 

This chapter contains information on solving problems you may encounter when using the 
mobile computer and/or cradle. If problems occur, first carry out general checks before 
comparing the problem with the descriptions in this chapter. 
 

9.1 General Checks 
! Make sure everything is installed properly 
! Check the power supply (including the main battery or battery pack in the mobile 

computer) of all devices 
! Is the reading window of the mobile computer clean? 
! Is the interface connector properly connected with the cable? 
! Are the bar code labels readable, e.g. not damaged or poorly printed? 

 
If the problem persists after these checks are performed, please check the problem descriptions 
below. If the suggested solutions below do not resolve the problem, please contact your local 
supplier or POSline for technical support: http://www.posline.com.mx
 
If the TPC7050 mobile computer needs repair, please ensure that the label with the serial number 
is present. If sending the mobile computer or cradle back to your local supplier or POSline, 
please use the original package to minimize the chances of damage during shipping. 
 

9.2 Read Operation Problems 
 
If the mobile computer has a problem reading barcode labels 
 
Barcode reading problems 

! Make sure the scanning application is loaded and operational. 
! Run “Scanning Setting” program to modify barcode read setting. 
! Barcode may be distorted and should be replaced. 
! Battery needs recharging or replacing 

 
 
 

9.3 Mobile Computer Problems 
 
Mobile computer does not power on. 
! Battery needs recharging or replacement. 
! Insure that battery is installed correctly. 
 

 
 
Mobile computer shuts itself down 

! Adjust “Power Properties” 
! Battery needs recharging. 
 

 

http://www.argox.com/%00
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Mobile computer will not shut off 
! If the mobile computer is processing data, attach a charging cable to insure the battery 

isn’t depleted. 
! If the mobile computer is connected to AC power, disconnect. 
! Perform a warm boot – WARNING – Unsaved data will be lost. 
! Perform a cold boot – WARNING – The mobile computer is reset to default settings and 

data will be lost 
 

 
 

Screen is blank 

! Make sure mobile computer is powered on. 
! Adjust screen brightness. 
 
       
 

Mobile computer either doesn’t respond, or responds inaccurately to touch screen input 
! Calibrate touch screen. 
! Perform a warm boot – WARNING – Unsaved data will be lost. 
! Perform a cold boot – WARNING – The mobile computer is reset to default settings and 

data will be lost 

 
 

Battery life is short 
! Adjust “Power Properties” especially if peripherals are used. 
! Adjust backlight of LCD or keypad. 
! Replace battery pack if old (battery can be recharged approximately 500 cycles.)  
 

 
 

“Low Backup Battery” message 

! Charge mobile computer for 10 hours 
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10.  Appendix: Updating the OS via CF Card 
 
To upgrade or reinstall the TPC7050 OS via Compact Flash, you need the 420S.bin file (available 
from POSline Technical Support): 
 
Note: The file name must be “420S.bin” – do not rename it. 
 
Caution: Users files will be erased!    
 

1. Copy file “420S.bin” from the PC to the root directory of the Compact Flash card 
 
2. Insert the Compact Flash Card into the TPC7050 

 
3. Plug the power adapter into the TPC7050 
 
4. Please use hot key function to update (FN+Dot.) 

 
5. Press OK. 
 
6. The TPC7050 displays a screen 

 
7. Press the “2” key to select “OS Image Update”. FlashRom’s content is erased and 

the new OS is written to FlashRom. The system automatically runs the following 
steps. 

 
                         (1). Image going to Flash 
                         (2). Erasing Flash 
                         (3). New programming Flash 
 
 
After the OS successfully update, the TPC7050 automatically cold-starts with the new OS.  

 


